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The objective of the staging procedure is to provide a standard system of initial placement
for responding apparatus, personnel and equipment prior to assignment at tactical incidents.

Effective utilization of this procedure:

e Prevents excessive apparatus congestion at the scene.

e Allows time for command to evaluate conditions prior to assigning units.

e Places apparatus in an uncommitted location close to the immediate scene to facilitate
more effective assignment by command.

¢ Produces more effective communications by virtue of reducing radio traffic during the
critical initial stages of fire operations.

e Allows command to formulate and implement a plan without undue confusion and
pressure.

Staging will involve two levels: LEVEL 1 AND LEVEL I1

1. LEVELI - STAGING

This procedure will automatically apply to all multiple unit responses and will involve:

A.

The first engine and truck will initiate the proper fire fighting tactics to
immediately attack the fire and/or cover exposures. The position of the first due
engine and truck will generally be at the front of the building. If conditions
dictate a change in this primary location, other responding units must be
immediately notified by radio.

The engine will lead off from a hydrant, spot pumper and be prepared to supply
hand-line, deluge stream, etc. Report by radio location of hydrant used [MOP
602-1 & 602-8].

The third engine and second truck will cover the opposite exposure and perform
those fire fighting tactics to immediately attack the fire and/or cover exposure
unless otherwise directed. The third engine will lead off from hydrant, spot
pumper and be prepared to supply hand-line, deluge stream, etc. Report by radio
location of hydrant used.
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